
Polyethylene moulded cable pit enclosures              
 Lid / Cover Type Square & Circular Pits Rectangular Pits

Pit Type   Type 43 Type 55 Type 77 Type 53 Type 1 Type 2 Type 3 Type 4 Type 5 Type 6 Type 7 Type 8 Type 9

 l x w x d (mm) nominal 1  430 Ø x 610    560 x 560 x 505 710 x 710 x 660 540 x 295 x 455 520 x 240 x 400 660 x 290 x 575 565 x 335 x 530 715 x 410 x 800 715 x 465 x 635 1380 x 565 x 670 1020 x 565 x 1145 1380 x 565 x 890 2035 x 565 x 890

Pits   74308 76253 76344 75785 75858 75946 75865 75957 76042 75475 76132 75018 75099

Lids Class A - Polycrete® / concrete blank 76221 76279 76382 75806 75860 75948 75881 75979 76069 75010 75155 75010 75235

  marked ‘Comms’ 74592 76285 76396 75813 75861 75949 75898 75983 76073 75011 75156 75011 75236

  marked ‘ Electricity’ 74312 76297 76409 75829 75862 75950 75906 75990 76080 75012 75157 75012 75237

 Class B - galvanised steel non locking steel lid 74320 75520 77720 75320 70120 70220 70320 70420 70520 76820 70720 76820 71920

  PowerLok®  75530 77730    70330 70430 70530 76830 70730 76830 71930

Access Covers 2 Class B - galvanised steel Urbanfi l®  81565 81601  80150 81225 81225 80450 80450 82567 82606 82567 75109

  Pavermate®  81948 81372  80151 81340 81340 80451 80451 82373 82398 82373 80951

 Class B - Rhinocast® ductile iron Recessed  85045 85061  85014 85037 85014 85037 85037 85433 85444 85433 80952

  Solid Top  85222 85274  85249 85236 85249 85236 85236 86853 80753 86853 80953

Note:
1. Risers can be created from polyethylene moulded pits –  contact ACO. If risers are used, add the following to the depth: Type 55 – 150mm;  Type 1, 2 – 200mm;  Type 7, 8, 9 – 400mm;  Type 77 (Polycrete® Riser – 76368); and all other pits – 300mm. Type 43, 53 – riser not available.
2. If access covers are selected, the pit must be installed below the pavement. For more information, see installation details on www.acoaus.com.au/cablemate.
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Polycrete® Pits 3               
 Lid / Cover Type Square Pits Rectangular Pits Earth Rod Pits 

Pit Type   Type 33 Type 45 Type 66 Type 66H Type 99 Type 52 Type 63 Type 95 Type 96 Type 8 with Aluminium Lid with Polycrete® Lid

 l x w x d (mm) nominal 1     340 x 340 x 440 510 x 510 x 600 665 x 665 x 620 665 x 665 x 915 1010 x 1010 x 580 505 x 220 x 435 645 x 300 x 740 975 x 520 x 590 995 x 695 x 620 1395 x 580 x 900 200 x 200 x 150 200 x 200 x 150 

Pits   75244 75362 75105 75226 75489 74651 74747 74845 74429 74991 75780 75767

Risers 1   75265 75389 75126 75126 75500   74861 74463 73419  

Lids Class A - Polycrete® / concrete blank 75282 75400 75149 75149 75525 74675 74765 74886 74560 75010

  marked ‘Comms’ 75299 75414 75154 75154 75532 74682 74772 74893 74555 75011

  marked ‘ Electricity’ 75303 75427 75160 75160 75541 74696 74786 74904 74550 75012

 Class B - galvanised steel non locking steel lid 73320 74521 76620 76620 79920 75220 76320 79520 79620 76820

  PowerLok®  74530 76630 76630 79930   79530 79630 76830

Access Covers 2 Class B - galvanised steel Urbanfi l® 81686 81520 81565 81565 81645 80150 81225 81661 82018 82567

  Pavermate® 81297 81305 81948 81948 81992 80151 81340 81338 81364 82373

 Class B - Rhinocast® ductile iron Recessed 85014 85014 85045 85045 85093 85014 85037 85119 85078 85433

  Solid Top 85249 85249 85222 85222 89953 85249 85236 85208 85253 86853

 Class D - Rhinocast® ductile iron Recessed 89013 89013 89041 89041 89093 89013 89034 89124 89072 89431

  Solid Top 89268 89268 89235 89235 89955 89268 89251 89215 89276 80855

 Class G - Rhinocast® ductile iron Recessed 87016 87016 87044 87044 87568 87016 87039 87082 87075 87463

Note:
1. If risers are used, add 300mm to the depth. Risers are not available for Type 52 & 63.
2. If access covers are selected, the pit must be installed below the pavement. For more information, see installation details on www.acoaus.com.au/cablemate.
3. Polycrete® is ACO’s trademark for products made from polymer concrete.

Other ACO Cablemate® products – visit: www.acoaus.co.au/cablemate
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